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“EUROTISFLEX2" flexible hoses for gas 0407

Identification of the product-type: “EUROTISFLEX2" corrugated safety metal hose assemblies:
¢ nominal dimension: DN 12; %
« nominal lengths: 500 mm, 750 mm, 1000 mm, 1250 mm, 1500 mm and 2000 mm;

e Versions:

- female / female with two 1SO 228 G 1/2 swivel nuts,
- male / female with one EN 10226 R 1/2 tape male end and one 1SO 228 G 1/2 swivel nut.

Intended use: connection of domestic appliances (inside or outside a dwelling) using gas (natural gas - methane and LPG) at a pressure lower
than 0,5 bar also in installations in areas subjected to reaction to fire regulations.

Manufacturer: EUROTIS S.r.l. - via Q. Sella, 1 ang. via A. Volta — | 20094 Corsico (M}) - taly
System of assessment and verification of constancy of performance: system 1

Notified body:

« the notified laboratory DBI — Gastechnologisches Institut gGmbH (notification number: 1721) performed the type testing under system 3 and

issued the Report n® B13/10/1677;

o the notified certification body Istituto Giordano S.p.a. (notification number: 0407) performed the type testing for the reaction to fire
classification, the initial inspection of the manufacturing plant and of factory production control and performs the continuous survelilance.
assessment and evaluation of factory production control under system 1 and issued the certificate of constancy of performance n” 0407-

CPR-425.
Declared performance:
Essential Harmonized
S Performance technical
characteristics specification

Reaction to fire

B — 81, d0 (euroclass EN 13501 : 2009)

Crushing strength

Conform to the requirements of the clauses 5.17 (> 294 J)
and 5.19.2 (400 N) of the EN 14800 : 2007 standard

Internal pressure strength

Conform to the requirements of the clause 5.4 (> 6 bar) of the
EN 14800 : 2007 standard

- torsion resistance

of the EN 14800 : 2007 standard

Maximum load for admissible deformation

Conform to the requirements of the clauses 5.7 (> 1000 N) and
5.13 of the EN 14800 : 2007 standard

Dimensional tolerances

Conform to the requirements of the clause 5.19.1 of the EN
14800 : 2007 standard

Impact resistance

Conform to the requirements of the clause 5.19.2 (> 25 cicli) of
the EN 14800 : 2007 standard

Penetration resistance

Conform to the requirements of the clause 5.18.2 (> 3,9 J) of
the EN 14800 : 2007 standard

Electrostatic behaviour

Conform to the requirements of the clauses 4.8 and 5.6
(<1 Y/m) of the EN 14800 : 2007 standard

Conform to the requirements of the clause 5.3 (< 10 cm/h;

b < 7x10°° mbar I/s) of the EN 14800 : 2007 standard
Conform to the requirements of the clause 5.5 of the EN 14800
Effectiveness . 2007 standard:

- flow rate with pressure drops of 0,5 mbar: 1,23 m*h
- flow rate with pressure drops of 1 mbar: 1,67 m*/h

Mechanical strength

Conform to the requirements of the clauses 5.6 (> 6 bar) and
5.7 (> 1000 N) of the EN 14800 : 2007 standard

Release of dangerous substances

NPD

Permeability

Conform to the requirements of the clause 5.3 (< 10 cmfh;
< 7x10° mbar I/s) of the EN 14800 : 2007 standard

Tightness in case of fire

Conform to the reguirements of the clause 5.12 (< 150 dm/h
at 650°C for 30 min) of the EN 14800 : 2007 standard

Durability

Conform to the requirements of the clauses 5.10 (no
corrosion), 4.3, 4.4, 4.5, 5.8, 5.9, 5.12, 5.14, 5.15 and 5.16 of
the EN 14800 : 2007 standard

EN 14800 : 2007

The performance of the “EUROTISFLEX2” flexible hoses for gas is in conformity with the above statement.
This declaration of performance, drawn up in conformity with the Regulation (UE) n° 305/2011 (CPR), is issued under the sole responsibility of

EUROTIS Sr.l.
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PROHLASENI O VLASTNOSTECH
DC-COM-0025- Rev.01- ENG

"EUROTISFLEX2"  VInovcové kovové hadice pro plyn

Identifikace vyrobku: "EUROTISFLEX2" bezpetnostni kovové plynové hadice:
Jmenovitd dimenze: DN 12;
Délka hadice: 500 mm, 750 mm, 1000 mm, 1250 mm, 1500 mm a 2000 mm:;.
= koncovky:
Vnitfni/vnitini: pfevleéné matice se zavity dle 1ISO 228G 2"
Vngj$i/vnitini: vnéjsi zavit R1/2“ nebo prevlec¢na matice ISO 228G1/2"
Pouziti pro pfipojeni domacich spotiebicl (uvnitf nebo vné budovy), pro zemniplyn - metan a LPG pfi tlaku do 0,5 bar,
mozné instalovat i ve vefejnych budovach, kde je poZadovana reakce na ohen.
Vyrobce: EUROTIS S.r.1.-via Q. Sella, 1 ang. via A. Volta - | 20094 Corsico (MI) - Italy
Systém posuzovani a ovéfovani vlastnosti: Systém 1
Certifikaéni organ:
Notifikaéni laboratof - Gastechnologisches Institut gGmbH (notification number: 1721) provedla zkousky typu v ramci systemu
3 a vydala zpravu n. B13/10/1677;
= Notifikovana certifikacni osoba Giordano S.p.a. (notifikaéni €. 0407) provedla zkousky typu reakce na ohen, poéateéni inspekci

ve vyrobnim zavodé a fizeni vyroby a vykonava priibézny dohled, posouzeni a hodnoceni fizeni vyroby v systému 1 a vydal
certifikat o vlastnostech ¢. 0407- CPR-425.

Deklarované viastnosti:

V souladu s
Zakladni charakteristika Vlastnosti techn.
specifikaci

Reakce na ohen B - S1.dO (euroclass EN 13501 : 2009)

V souladu s pozadavky normy EN 14800 : 2007, odstavec 5.17 Odpor proti narazu/smacknuti (> 29,4 J) a

Zkouska odolnosti proti narazu odstavec 5.19.2 Zku$ebni metoda (400 N)

OdBIRast Vit HEK V souladu s pozadavky normy EN 14800 : 2007, odstavec 5.4 Konstrukéni pevnost (> 6 bar)

Odolnost ohybu

V souladu s pozadavky normy EN 14800:2007, odstavec 5.14.1 Provedeni ohybu hadic typu 1 s neomezenym
Zkous$ka ohybu polomérem ohybu (> 50 cycles)

N 2007 5. ) .
Zkouska ohybénim V souladu s pozadavky normy EN 14800:2007, 5.15 Odpor proti pohybu (> 10000 cycli)

Zkouska krouceniim V souladu s pozadavky normy EN 14800:2007, odstavec 5.16 Odpor proti krouceni (> 10000 cycli)

AR - 5 V souladu s pozadavky normy EN 14800:2007, odstavec 5.7 Pnuti (> 1000 N) a odstavec 5.13 Ohebnost
Maximalni zatizeni pro pripustné deformace

9 g V souladu s pozadavky normy EN 14800:2007, odstavec 5.19.1 Pozadavky
Rozmérové tolerance

- V souladu s pozadavky normy EN 14800:2007 odstavec 5.19.2 Zkugabni metada (> 25 cicli)
Odolnost proti ndrazu

P i V souladu s pozadavky normy EN 14800:2007, odstavec 5.18.2 Zkusebni metoda (> 3,9 J)
Penetraéni zkouska

V souladu s pozadavky normy EN 14800:2007, odstavec 4.8 Pozadavky na izolaci a odstavec 5.6 1 EN 14800:2007

Elektricka vodivost Pozadavky (1 < W/m)

V souladu s pozadavky normy EN 14800:2007, odstavec 5.3 Netésnost (< 10 em’ih; < 7x 107
Zkouska tésnosti

V souladu s pozadavky normy EN 14800:2007, odstavec 5.5 Pratok

Pritok
- pritok pfi tlakové ztraté 0,5 mbar: 1,23 m3/h
- pritok pfi tlakové ztraté 1 mbar: 1,67 mh
V souladu s poZadavky normy EN 14800:2007, odstavec 5.6 Elektricka vodivost (> 6 bar) a odstavec 5.7 Pnuti
Mechanické pevnost (> 1000 N)

Uvolfiovéni nebezp. létek Neni stanoven zadny pozadavek - NPD

V souladu s pozadavky normy EN 14800:2007, odstavec 5.3 Net&snost (<10 cm*h: < 7x10™ mbar (s}
Propustnost

V souladu s pozadavky normy EN 14800:2007, odstavec 5.12 Odolnost proti vysokeé teploté ( <150 dm*/h pfi

Tésnost v pfipadé pozaru 650°C po dobu 30 min)

V souladu s pozadavky normy EN 14800:2007, odstavec 5.10 Odolnost proti korozi (zadna koroze), déle
odstavce 4.3,4.4,4.5,58, 59,512,514, 515a5.16

Trvanlivost

Vlastnosti EUROTISFLEX2 flexibilnich hadic pro plyn je v souladu s vy$e uvedenym prohlasenim. Toto prohladeni o
vlastnostech, vypracované v souladu s nafizenim (UE) &. 305/2011 (CPR), se vydava na vyhradni odpovédnost Eurotis s.r.l.

V Corsicu 28.1.2014



